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Product Introduction 

 

 

Features 
  

  

  

  

 

 

  

  

  

  

 

Packing List 
  

  

  

 

  

  

Note: Please contact your distributor immediately if any damage or defect in the 
components is found. 
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Panel Description 
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System Connection 
1) 

 

2) 
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Technical Specification 
 

 Transmitter Receiver 

Video 

Input (1) HDMI IN (1) HDBT IN 

Input Connector (1) Type-A female HDMI (1) RJ45 

Input Resolution Up to 4K@60Hz 4:4:4 

Output (1) HDBT OUT, (1) LOOP OUT (1) HDMI OUT 

Output Connector (1) RJ45, (1) Type-A female HDMI (1) Type-A female HDMI 

Output Resolution Up to 4K@60Hz 4:4:4 Up to 4K@60Hz 4:4:4 

Audio 

Input    

Input Connector   

Output   

Output Connector   

 Toslink (eARC): PCM, Dolby Digital, DTS 5.1CH 

Frequency Response 20Hz ~ 20KHz, ±3dB 

Max Output Level 0.05dBFS 

THD+N 
< 0.05% (-80 dB), 20 Hz  20 kHz bandwidth, 1 kHz sine at 0 dBFS 

level (or max level) 

SNR > 90dB, 20Hz-20 kHz bandwidth 

Crosstalk Isolation <-120 dB, 10 kHz sine at 0 dBFS level 

Stereo Channel 

Separation 
< -120dB @ 1 kHz 

Control 

 
 

 

(1) eARC Switch  

 

 

  
 

 

General 

 18Gbps 
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Operation Temperature -5 to +55  (+23° to +131°F) 

Storage Temperature  (-13° to +158°F) 

Relative Humidity 10% to 90%, Non-condensing 

Power Supply Input: Output:24V DC 1.25A 

Power Consumption 16W(Max) 

Dimension (W*H*D) 
TX:115mm x 21.7mm x 115mm 

RX:115mm x 21.7mm x 115mm 

 
 

 

 

 


